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White Black Grey

FEATURES

•	 Material: Die-cast aluminium 

•	 Metalized aluminium reflector

•	 Track light with incorporated electronic gear and chip on board

•	 High quality reflectors with four different beam spreads

•	 Lamp housing of die-cast aluminium for optimal cooling, long 

lifetime and low weight

•	 Black front ring

•	 Adjustable with 90° tilt and 360° rotation capability 

 

OPTIONS & ACCESSORIES

•	 Cover glass available on request 

•	 Optional accessories include Anti-dazzle snoot, Barn doors, 

Honeycomb ɚlter, Filter holder and Asymmetric glass
•	 Surface mount and Hanger Bracket accessories optional

 

MOUNTING

Track

APPLICATION AREAS

Interior, Commercial, Retail
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NOTE - Please specify required beam angle when ordering

N369TECHNICAL DATA

TOTAL POWER (W)

SYSTEM OUTPUT (LM)

EFFICACY (LM/W)

CCT (K)

CRI (Ra)

BEAM ANGLE

OPERATING VOLTAGE-VAC

RATED LIFE (HRS)

LUMEN MAINTENANCE

WEIGHT (KG)

DIMENSIONS

31.6 / 40.7W

4000 / 4800LM

126 / 118

3000K

>90

16° / 29° / 40° / 60°

220-240V

50 000HRS

L80B10 @ 50000HRS

0.49KG

D:Ø104 x H:222mm

ZEN EVO 4000 / 5000 TRACK LIGHTS

PHYSICAL DATA

E&OE MAY OCCUR

5 YRS

20


