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LBL60NWP12V LBL60NWP24VJ LBL120NWP24V LBL150NWP12VJTECHNICAL DATA

MATERIAL

TYPE

OUTPUT POWER

INPUT VOLTAGE 

OUTPUT VOLTAGE 

AMPERE (A) 

WEIGHT

DIMENSIONS

ALUMINIUM

LED DRIVER

100-250V

DC 12V 

60W

5A

270G

L:110 x B:78 x H:35mm

ALUMINIUM

LED DRIVER

100-250V

DC 24V

60W

2.5A

270G

L:110 x B:78 x H:35mm

 

ALUMINIUM

LED DRIVER

100-250V

DC 24V 

120W

5A

450G

L:160 x B:98 x H:38mm

ALUMINIUM

LED DRIVER

100-250V 

DC 24V
150W 

6.5A 

450G

L:160 x B:98 x H:38mm

POWER SUPPLIES - NON WATERPROOF NON DIMMABLE DRIVERS

Silver

PHYSICAL DATA

FEATURES & ACCESSORIES:
•	 Overload Short-circuit Protection
•	 Compact / Slim size for easy installation
•	 High transfer efficiency
•	 Wide input range
•	 100% full loading
•	 100% burn-in tested

MOUNTING:
Subject to Application

APPLICATION AREAS:
LED Lighting Applications
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